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fJORTON CE Solid State Relay| SSR

SM1-380D05 i o SM1-380D05
Load Voltage; 24-380VAC

: % B:L = - il Load Current ; 5A
’)“ M | [+ Control Voltage; DC3-32V
_ \‘“ = ‘1" 5 =| Control Current; DC6-12mA
- | L= On Voltage; = 15V

]

Oft Leakage Current; = 4mA
On-off Time: < 10mS

=2 ‘:E Dielectric Strength; 1500VAC

g El e Insulation Resistance: 100MQ/500VDC
by - 1 -I' Ambient Temperature; —20~+70°C

3

il

I

= z Mounting Methods; PCB
The work instructions; LED
41.0L % 27.0W x 17.04 Weight, 56g
SM1-210B SM1-210B

wiring drawing{mm
drisisie i Load Voltage; 24-380VAC

Load Current; 10A,20A

Control Voltage: DC3-32V

Control Current; DCB-12mA

On Voltage: = 1.5V

Off Leakage Current; = 4mA

On-off Time; = 10mS

Dielectric Strength; 1500VAC
Insulation Resistance; 100MQ/500VYDC
Ambient Temperature; —20~+70C
The work instructions: /

Weight; 30g
38.0L x 2B.0W x 17.0H
wiring drawing(mmy) SM1-LIDA
458 Load Current; 10A, 25A, 40A, 60A, 7T5A, 90A,120A
57 &

Control Voltage: 4-32VDC
Control Current; DC8-12mA
On Voltage: = 1.5V
: Off Leakage Current; = 4mA
: On-off Time: =< 10mS
Dielectric Strength; 2000VAC
S % nsulatiorl Resistance; 500MQ/500VDC
\lg % HRE Ambient Temperature; —20C~+75C
18 & L] Mounting Methods:;
- [ H-Hpmn! The work instructions; LED
60.0L x 45.6W x 27.0H Weight; 120g

a e Load Voltage: 24-380VAC

HHTH
,a«—

SM1-CI1DA-H

Load Current: 10A, 25A, 40A, 60A, 75A, 90A,120A
Load Voltage: 90-660VAC

Control Voltage: 4-32VDC

Control Current: DC6-12mA

On Voltage: = 1.5V

Off Leakage Current: = 4mA

On—off Time: < 10mS

Dielectric Strength: 2000VAC

wiring drawing({mm)
456

L

i Insulation Resistance; 500M£/500VDC
EE m_ml.\m Ambient Temperature; —-20C~+75C
T 7 Mounting Methods;

2 The work instructions: LED

60.0L x 45.6W x 27.0H Weight: 120g



S NORTON .SMART ) .
o 1) NORTONELECTRONCCO, 010 \& l‘;ﬁ Solid State RG|8Y‘ SS R

SM1-40LA-BV/A i Gl SM1-CJLA-BV/A

P: S Load Current; 10A, 25A, 40A
e 2 Load Voitage; 175~250VAC
Control Current: DC: 0-5V,4-20mA
Voltage Bias. DC12V

» Current Bias: = 20mA DC

Output Voltage Range: 0~220VAC
Dielectric Strength; 2000VAC

@ Insulation Resistance; 500MQ/500VDC

,,Hﬂ:.";‘c Ambient Temperature; —20°C~+70C

@ || Mounting Methods:
The work instructions: /

O-ZHVAC i

62.0L x 45.0W x 23,5H Weight; 1159
SM1-75DD SM1-C1DD

wiring drawing(mm)
Load Current. 10A, 30A,75A

Load Voltage: 5-60VDC, 5-300VDC
Control Voltage: 3-32VDC
Control Current; DC2-15mA
On Voltage: = 1.5V
Off Leakage Current; = 4mA
On-off Time: = 10mS
Dielectric Strength: 1500VAC
. N Insulation Resistance; 500MQ/500VDC
. I :l:@{ﬁ UL Ambien Temperature; —20°C~+70°C
[ - A=l 5-80VDC
‘g ﬁ ; 1- Mounting Methods:
c The work instructions: LED
62.0L x 45.0W x 23.5H Weight; 105g

|3

SM2-1DA

Load Current: 10A, 15A, 25A, 40A
ke Load Voltage: 380VAC, 480VAC
g Control Voltage: 4-32VDC
z Control Current; DC12-32mA

On Voltage: = 1.5V
e —— Off Leakage Current: 4mA

On-off Time; =< 10mS

M Dielectric Strength: 2000VAC
g . +$ 'mz nsulatioh Resistance: 500MQ/500VDC
l u B ; Ambient Temperature; —20C~+70C
o= —+ s ey Mounting Methods;
The work instructions: LED
BO.5L x 52.5W x 74.8H Weight: 270g

wiring drawing(mm)

SM2- = & =
ARSI Wi gy L?aMdzciEEEtA 12;:« 15A, 25A, 40A

S Load Voltage: 380VAC, 480VAC
] 5 Control Voltage; 4-32VDC
esz E: Control Current: DC6—12mA
| On Voltage: = 1.5V
A - me ¥ -t Off Leakage Current: 4mA

‘ On-off Time; = 10mS

T Dielectric Strength; 2000VAC

{E E | B Pt Insulation Resistance; 500MQ/500VDC
= et m Ambient Temperature; -20C~+70C
\_gl E,_: —+$ zg@ﬂ Mounting Methods:

i 1 = & The work instructions; LED

BO.5L x 52 5W x 74 BH Weight: 270g












